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Enjoy the ultimate viewing experience

with this premium video cable

Take your components to optimum performance. This top of the line cable offers the

best connection for transferring video signals between components.

Enjoy better picture quality

* 24 carat gold-plated connectors optimize signal
* 99.97% Oxygen-Free Copper (OFC)

* High-bandwidth Digital Content Protection

Protects against signal loss

* 100% aluminum shielding

» Oxygen-free copper conductor for ideal signal transfer
» Copper braided shielding

Easy installation

* Non-slip ergonomic grip for easy use

* Plug and play for easy use

Enjoy extended durability

* Heavy-duty brass shell for extended durability
* Super pliable jackets for outstanding flexibility
* Reliable metal strain relief

PHILIPS

sense and simplicity



HDMI/DVI conversion cable
50m

Specifications

Packaging Data
* Quantity: |

* EAN/UPC/GTIN: 87 10895 99420 0
* Gross weight: .6 kg

* Tare weight: .1 kg

* Net weight: .5 kg

* Length: 230 mm

* Width: 200 mm

* Height: 90 mm

Inner Carton

* EAN/UPC/GTIN: 87 10895 99421 7
* Quantity: 2

* Gross weight: 1.34 kg

* Tare weight: .16 kg

Issue date 2008-03-13

PHILIPS

Version: 3.0.6

12 NC: 9082 100 09781
EAN: 87 10895 99420 0

¢ Net weight: 1.18 kg
* Length: 300 mm
* Width: 210 mm
* Height: 215 mm

Outer Carton

* EAN/UPC/GTIN: 87 10895 99422 4
¢ Quantity: 4

* Gross weight: 3.26 kg

e Tare weight: .58 kg

¢ Net weight: 2.68 kg

e Length: 330 mm

* Width: 325 mm

* Height: 235 mm
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Product highlights

24 carat gold-plated connector
24 carat gold-plated connectors ensure the best signal
quality for your components.

100% aluminum shielding
This protective layer of aluminum guards against
electromagnetic interference for improved signal quality.

Solid high purity OFC
This oxygen-free copper conductor provides the highest
accuracy in signal transfer with minimal resistance.

Copper braided shielding
This protective layer of copper blocks radio frequency
interference for improved signal quality.

Easy grip
This non-slip grip makes connecting your components
easy and ergonomically comfortable.

Plug and play
Plug and play offers easy installation of components
without time-consuming installations.

Heavy-duty brass shell

The heavy-duty brass shell protects the internal
connection of the cable. It ensures durability and the
reliability of your connection.

Super pliable jackets

Super pliable PVC jackets are abrasion-resistant for
outstanding flexibility and protection against everyday
wear and tear.
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